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Code l1

B52020 0400
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140°

Rm
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Rm
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Rm
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 d1 vc f   n vf Q T
 [mm] [m/min] [mm]   [min-1] [mm/min] [cm3/min] [sek]

 d1 vc f   n vf Q T
 [mm] [m/min] [mm]   [min-1] [mm/min] [cm3/min] [sek]

 4.00 130 0.085  10345 880 11.0 2.4
 5.00 130 0.105  8275 870 17.0 3.3
 6.00 130 0.125  6895 860 24.5 3.3
 7.00 130 0.145  5910 855 33.0 4.5
 8.00 130 0.170  5175 880 44.0 4.3
 9.00 130 0.190  4600 875 55.5 5.5
 10.00 130 0.210  4140 870 68.5 5.5
 11.00 130 0.230  3760 865 82.0 6.7
 12.00 130 0.255  3450 880 99.5 6.6

 4.00 100 0.085  7960 675 8.5 3.1
 5.00 100 0.105  6365 670 13.0 4.3
 6.00 100 0.125  5305 665 19.0 4.3
 7.00 100 0.145  4545 660 25.5 5.8
 8.00 100 0.170  3980 675 34.0 5.6
 9.00 100 0.190  3535 670 42.5 7.2
 10.00 100 0.210  3185 670 52.5 7.2
 11.00 100 0.230  2895 665 63.0 8.7
 12.00 100 0.255  2655 675 76.5 8.6

 4.00 70 0.065  5570 360 4.5 5.8
 5.00 70 0.080  4455 355 7.0 8.1
 6.00 70 0.095  3715 355 10.0 8.0
 7.00 70 0.110  3185 350 13.5 10.9
 8.00 70 0.130  2785 360 18.0 10.5
 9.00 70 0.145  2475 360 23.0 13.5
 10.00 70 0.160  2230 355 28.0 13.6
 11.00 70 0.175  2025 355 33.5 16.3
 12.00 70 0.190  1855 350 39.5 16.5

 4.00 50 0.055  3980 220 3.0 9.5
 5.00 50 0.065  3185 205 4.0 14.0
 6.00 50 0.080  2655 210 6.0 13.5
 7.00 50 0.095  2275 215 8.5 17.8
 8.00 50 0.105  1990 210 10.5 18.1
 9.00 50 0.120  1770 210 13.5 23.1
 10.00 50 0.135  1590 215 17.0 22.4
 11.00 50 0.145  1445 210 20.0 27.6
 12.00 50 0.160  1325 210 24.0 27.5

 4.00 50 0.045  3980 180 2.5 11.6
 5.00 50 0.055  3185 175 3.5 16.4
 6.00 50 0.070  2655 185 5.0 15.4
 7.00 50 0.080  2275 180 7.0 21.2
 8.00 50 0.090  1990 180 9.0 21.1
 9.00 50 0.105  1770 185 12.0 26.2
 10.00 50 0.115  1590 185 14.5 26.0
 11.00 50 0.125  1445 180 17.0 32.2
 12.00 50 0.135  1325 180 20.5 32.1

 4.00 150 0.090  11935 1075 13.5 1.9
 5.00 150 0.115  9550 1100 21.5 2.6
 6.00 150 0.135  7960 1075 30.5 2.6
 7.00 150 0.160  6820 1090 42.0 3.5
 8.00 150 0.185  5970 1105 55.5 3.4
 9.00 150 0.205  5305 1090 69.5 4.4
 10.00 150 0.230  4775 1100 86.5 4.4
 11.00 150 0.250  4340 1085 103.0 5.3
 12.00 150 0.275  3980 1095 124.0 5.3

 4.00 200 0.080  15915 1275 16.0 1.6
 5.00 200 0.100  12730 1275 25.0 2.2
 6.00 200 0.120  10610 1275 36.0 2.2
 7.00 200 0.140  9095 1275 49.0 3.0
 8.00 200 0.160  7960 1275 64.0 3.0
 9.00 200 0.180  7075 1275 81.0 3.8
 10.00 200 0.200  6365 1275 100.0 3.8
 11.00 200 0.220  5785 1275 121.0 4.5
 12.00 200 0.240  5305 1275 144.0 4.5

Matières

Matières

Application

Aciers
< 500 N/mm2

Aciers 
500 - 850 N/mm2

Aciers
850 - 1100 N/mm2

Aciers
1100 - 1300 N/mm2

Aciers à outil pour 
travail à froid (12% Cr) 
fortement allié
[1.2379]
Aciers inoxydables
[Cr-Ni/1.4301]

Fonte 
grise / sphéroïdale

Aluminium corroyé  
Si < 6%
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 d1 vc f   n vf Q T
 [mm] [m/min] [mm]   [min-1] [mm/min] [cm3/min] [sek]

 d1 vc f   n vf Q T
 [mm] [m/min] [mm]   [min-1] [mm/min] [cm3/min] [sek]

 12.50 130 0.265  3310 875 107.5 7.7
 13.00 130 0.275  3185 875 116.0 7.7
 13.50 130 0.285  3065 875 125.0 7.7
 14.00 130 0.295  2955 870 134.0 7.7
 14.50 130 0.305  2855 870 143.5 8.9
 15.00 130 0.315  2760 870 153.5 8.9
 16.00 130 0.335  2585 865 174.0 8.9

 12.50 100 0.265  2545 675 83.0 10.0
 13.00 100 0.275  2450 675 89.5 10.0
 13.50 100 0.285  2360 675 96.5 10.0
 14.00 100 0.295  2275 670 103.0 10.0
 14.50 100 0.305  2195 670 110.5 11.5
 15.00 100 0.315  2120 670 118.5 11.5
 16.00 100 0.335  1990 665 133.5 11.5

 12.50 70 0.200  1785 355 43.5 19.1
 13.00 70 0.210  1715 360 48.0 18.8
 13.50 70 0.215  1650 355 51.0 19.0
 14.00 70 0.225  1590 360 55.5 18.7
 14.50 70 0.230  1535 355 58.5 21.8
 15.00 70 0.240  1485 355 62.5 21.7
 16.00 70 0.255  1395 355 71.5 21.6

 12.50 50 0.165  1275 210 26.0 32.3
 13.00 50 0.175  1225 215 28.5 31.4
 13.50 50 0.180  1180 210 30.0 32.1
 14.00 50 0.185  1135 210 32.5 32.0
 14.50 50 0.195  1100 215 35.5 36.0
 15.00 50 0.200  1060 210 37.0 36.7
 16.00 50 0.215  995 215 43.0 35.7

 12.50 50 0.145  1275 185 22.5 36.6
 13.00 50 0.150  1225 185 24.5 36.5
 13.50 50 0.155  1180 185 26.5 36.4
 14.00 50 0.160  1135 180 27.5 37.4
 14.50 50 0.165  1100 180 29.5 43.0
 15.00 50 0.170  1060 180 32.0 42.9
 16.00 50 0.185  995 185 37.0 41.5

 12.50 150 0.285  3820 1090 134.0 6.2
 13.00 150 0.295  3675 1085 144.0 6.2
 13.50 150 0.310  3535 1095 156.5 6.2
 14.00 150 0.320  3410 1090 168.0 6.2
 14.50 150 0.330  3295 1085 179.0 7.1
 15.00 150 0.345  3185 1100 194.5 7.0
 16.00 150 0.365  2985 1090 219.0 7.0

 12.50 200 0.250  5095 1275 156.5 5.3
 13.00 200 0.260  4895 1275 169.0 5.3
 13.50 200 0.270  4715 1275 182.5 5.3
 14.00 200 0.280  4545 1275 196.5 5.3
 14.50 200 0.290  4390 1275 210.5 6.1
 15.00 200 0.300  4245 1275 225.5 6.1
 16.00 200 0.320  3980 1275 256.5 6.0

Matières

Matières

Application

Aciers
< 500 N/mm2

Aciers 
500 - 850 N/mm2

Aciers
850 - 1100 N/mm2

Aciers
1100 - 1300 N/mm2

Aciers à outil pour 
travail à froid (12% Cr) 
fortement allié
[1.2379]
Aciers inoxydables
[Cr-Ni/1.4301]

Fonte 
grise / sphéroïdale

Aluminium corroyé  
Si < 6%
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